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Computer Network 

__________ provides full transport layer services to applications. 

a) UDP 

b) TCP 

c) ARP 

d) none of the above 

A _______ is a data communication system within a building, plant, or campus, or between 

nearby buildings. 

a) LAN 

b) MAN 

c) WAN 

d) none of the above 

An unauthorized user is a network _______ issue. 

a) Security 

b) Reliability 

c) Performance 

d) All the above 

The process-to-process delivery of the entire message is the responsibility of the _______ layer. 

a) Transport 

b) Application 

c) Physical 

d) Network 

In which class one byte defines the netid and three bytes define the hostid? 

Class A address 

Class B address 

Class C address 

Class D address 

A ______ is a data communication system spanning states, countries, or the whole world. 

a) MAN 

b) WAN 

c) LAN 

d) none of the above 

What is the formula to find the total number of addresses in an address space? 

a) 2^N 

b) 2N 

c) N^2 

d) 2(N)^2 

Which is not a method of channelization multiple access? 

a) CDMA 

b) FDMA 

c) TDMA 

D) PDMA 
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Data delivery from process to process is done by * 

Data link layer 

Network layer 

transport layer 

physical layer 

A device which is used to boost the signal between two cable segments or wireless access points 

is called? 

a) Booster 

b) Repeater 

c) Switch 

d) Router 

A local telephone network is an example of a _______ network. 

a) packet-switched 

b) circuit-switched 

c) message-switched 

d) none of the above 

What is the class of this address. 00000001 00001011 00001011 11101111 

a) Class A 

b) Class B 

c) Class C 

d) Class D 

The _______ is the physical path over which a message travels. 

a) Protocol 

b) Signal 

c) Medium 

d) All the above 

Which of the following is an application layer service? 

a) File transfer and access 

b) Mail service 

c) Remote log-in 

d) All the above 

In ______, the chance of collision can be reduced if a station senses the medium before trying to 

use it. 

a) CSMA 

b) MA 

c) CDMA 

d) FDMA 

Which type of address are there in class E? 

a) Unicast 

b) Multicast 

c) Reserved 

d) Broadcast 
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Transport layer aggregates data from different applications into a single stream before passing it 

to which layer? 

a) network layer 

b) data link layer 

c) application layer 

d) physical layer 

A ________ is a set of rules that governs data communication. 

a) protocol 

b) forum 

c) standard 

d) none of the above 

A communications device that combines transmissions from several I/O devices into one line is a 

a) concentrator 

b) modifier 

c) multiplexer 

d) full-duplex line 

In which type of switching do all the datagrams of a message follow the same channels of a 

path? 

circuit switching 

datagram packet switching 

virtual circuit packet switching 

message switching 

_________ cable consists of an inner copper core and a second conducting outer sheath. 

A) Twisted-pair 

B) Shielded twisted-pair 

C) Coaxial 

D) Fiber-optic 

In a _______ connection, more than two devices can share a single link. 

a) multipoint 

b) point-to-point 

c) primary 

d) secondary 

Communication between a computer and a keyboard involves ______________ transmission. 

a) simplex 

b) half-duplex 

c) full-duplex 

d) automatic 

How many blocks are there in Class C of IPv4 addresses? 

a) 1 

b) 2,097,152 

c) 16,384 

d) 128 
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The functions of a Logical Link Layer (LLC) are ___. 

A) Error control 

B) Flow control 

C) Creating and managing the communication link between two devices with the help of the 

Transport layer. 

D) All the above 

Collisions are avoided through the use of CSMA/CA's which strategies? 

a) the interframe space, the contention window, and acknowledgments 

b) the contention window 

c) the interframe space 

d) acknowledgments 

A _______ connection provides a dedicated link between two devices. 

a) primary 

b) multipoint 

c) point-to-point 

d) secondary 

In _______ transmission, the channel capacity is shared by both communicating devices at all 

times. 

a) simplex 

b) half-duplex 

c) full-duplex 

d) half-simplex 

_______ refers to the structure or format of the data, meaning the order in which they are 

presented. 

a) Semantics 

b) Syntax 

c) Timing 

d) All of the above 

What is the range of well known ports? * 

0 to 1023 

1024 to 49,151 

49,152 to 65,535 

49,152 to 65,533 

What are the Methods to move data through a network of links and switches? 

a) Packet switching and Line switching 

b) Circuit switching and Line switching 

c) Line switching and bit switching 

d) Packet switching and Circuit switching 

How many flags are available in the flag column of a routing table? 

a) 5 

b) 4 

c) 3 
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d) 6 

Option 5 

CRC stands for __________ 

a) cyclic redundancy check 

b) code repeat check 

c) code redundancy check 

d) cyclic repeat check 

The network layer is concerned with which type of data. 

a) bits 

b) frames 

c) packets 

d) bytes 

When data are transmitted from device A to device B, the header from A’s layer 4 is read by B’s 

_______ layer. 

a) Transport 

b) Application 

c) Physical 

d) None of the above 

In Unicast routing what is a group of networks and routers under the authority of a single 

administration? 

Autonomous system 

Optimum system 

applied system 

Dominant system 

Transmission media are usually categorized as ___________. 

(A) Determinate or Indeterminate 

(B) Guided or Unguided 

(C) Fixed or Unfixed 

(D) Encryption or Decryption 

The ______ layer adds a header to the packet coming from the upper layer that includes the 

logical addresses of the sender and receiver. 

a) data link 

b) network 

c) physical 

d) none of the above 

Frequency of failure and network recovery time after a failure are measures of the _______of a 

network. 

a) Performance 

b) Security 

c) Reliability 

d) Feasibility 

A second technique to reduce routing table and simplify searching process is called? 
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a) Network-Specific Method 

b) Network-Specific Motion 

c) Network-Specific Maintaining 

d) Network-Specific Membership 

Why is User datagram protocol called connectionless ? 

a) all UDP packets are treated independently by transport layer 

b) it sends data as a stream of related packets 

c) it is received in the same order as sent order 

d) it sends data very quickly 

which protocol is an implementation of the path vector protocol? * 

RIP 

OSPF 

BGP 

PPP 

Which sublayer of the data link layer performs data link functions that depend upon the type of 

medium? 

a) logical link control sublayer 

b) media access control sublayer 

c) network interface control sublayer 

d) error control sublayer 

_______ cable can carry signals of higher frequency ranges than _______ cable. 

A) Coaxial; twisted-pair 

B) Twisted-pair; fiber-optic 

C) Coaxial; fiber-optic 

D) none of the above 

In an optical fiber, the inner core is _________ the cladding. 

A) less dense than 

B) denser than 

C) the same density as 

D) another name for 

In this type of multiplexing time slots are preassigned to sources and fixed. 

a) TDM 

b) Synchronous TDM 

c) Asynchronous TDM 

d) FDM 

In the _______method, after the station finds the line idle it sends or refrain from sending based 

on the outcome of a random number generator. If the line is busy, it tries again. 

a) p-persistent 

b) nonpersistent 

c) 1-persistent 

d) m-persistent 
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Which protocol creates an environment in which the two processes seem to be connected by an 

imaginary "tube" that carries their data across the Internet? 

TCP 

UDP 

FTP 

PPP 

Which of the following is not a persistant method of CSMA protocol? 

a) 1-persistant 

b) non persistant 

c) p -persistant 

d) t- persistent 

Which topology requires a central controller or hub? 

a) Mesh 

b) Bus 

c) Star 

d) Ring 

How many conductors are there in twisted pair cable? 

(A) 1 conductor 

(B) 2 conductors 

(C) n conductors 

(D) None 

Type of switching which uses the entire capacity of a dedicated link? 

Circuit switching 

datagram packet switching 

virtual circuit packet switching 

Message switching 

The ____ address uniquely defines a host on the Internet. 

a) IP 

b) port 

c) specific 

d) physical 

What is the class of this address. 11000001 10000011 00011011 11111111 

a) Class A 

b) Class B 

c) Class C 

d) Class D 

Which is a method of controlled access mechanisms? 

a) Reservation 

b) Polling 

c) token passing 

d) All 

Twisted- pair wire, coaxial cable and fiber optic cable are all examples of _____ . 
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(A) Guided media 

(B) Unguided media 

(C) Both A and B 

(D) None of these 

In p-persistant method of CSMA protocol prbability is calculated by? 

a) q=1-p 

b) q=1*p 

c) q=1+p 

d) q=1/p 

The _______ layer lies between the network layer and the application layer. 

a) Data link 

b) Transport 

c) Physical 

d) None of the above 

In the ______ method, all data exchanges must be made through the primary device even when 

the ultimate destination is a secondary device. 

a) polling 

b) token passing 

c) reservation 

d) channelization 

In the _______ method, the stations in a network are organized in a logical ring. 

a) polling 

b) token passing 

c) reservation 

d) none of the above 

How many types of autonomous systems are there in BGP protocol? 

3 

2 

4 

5 

which protocol is an implementation of the distance vector protocol? 

RIP 

OSPF 

BGP 

PPP 

Some popular techniques for error detection are 

a) Simple Parity check 

b) Two-dimensional Parity check 

c) Checksum 

d) All 

The Internetworking Protocol (IP) is a ________ protocol. 

a) connection-oriented 
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b) reliable 

c) both connection oriented and reliable 

D) none of the above 

The information to be communicated in a data communications system is the 

a) Medium 

b) Protocol 

c) Message 

d) Transmission 

In the _____ method, time is divided into intervals. In each interval, a reservation frame precedes 

the data frames sent in that interval. 

a) token passing 

b) reservation 

c) polling 

d) manual 

The ________ layer is responsible for the process-to-process delivery of the entire message. 

a) transport 

b) physical 

c) network 

d) data link 

In which class two byte defines the netid and two bytes define the hostid? 

Class A address 

Class B address 

Class C address 

Class D address 

There are ______________ Internet service providers. 

a) regional 

b) local 

c) national and international 

d) all of the above 

Header of a frame generally contains ______________ 

a) synchronization bytes 

b) addresses 

c) frame identifier 

d) all of the mentioned 

The term that is used to place packet in its route to its destination is called? 

a) Delayed 

b) Urgent 

c) Forwarding 

d) Delivering 

Which type of address are there in class D? 

a) Unicast 

b) Multicast 
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c) Reserved 

d) Broadcast 

In a ______ connection, two and only two devices are connected by a dedicated link. 

a) multipoint 

b) point-to-point 

c) multipoint and point to point 

d) neither multipoint nor point to point 

The TCP/IP _______ layer is equivalent to the combined session, presentation, and application 

layers of the OSI model. 

a) data link 

b) network 

c) physical 

d) application 

_______ refers to two characteristics: when data should be sent and how fast it can be sent. 

a) Semantics 

b) Timing 

c) Syntax 

d) none of the above 

Option 1 

When a host on network A sends a message to a host on network B, which address does the 

router look at? 

a) logical 

b) physical 

c) port 

d) none of the above 

The data link layer takes the packets from _________ and encapsulates them into frames for 

transmission. 

a) network layer 

b) physical layer 

c) transport layer 

d) application layer 

The sharing of a medium and its link by two or more devices is called _______. 

a) modulation 

b) encoding 

c) line discipline 

d) multiplexing 

The inner core of an optical fiber is _________ in composition. 

A) copper 

B) glass or plastic 

C) bimetallic 

D) liquid 

Option 1 
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The _______ layer is responsible for delivering data units from one station to the next without 

errors. 

a) physical 

b) data link 

c) transport 

d) network 

Which one of the following is not a function of network layer? 

a) routing 

b) inter-networking 

c) congestion control 

d) error control 

When 2 or more bits in a data unit has been changed during the transmission, the error is called? 

a) random error 

b) burst error 

c) inverted error 

d) double error 

The required resources for communication between end systems are reserved for the duration of 

the session between end systems in ________ method. 

a) Packet switching 

b) Circuit switching 

c) Line switching 

d) Frequency switching 

The session, presentation, and application layers are the ______ support layers. 

a) user 

b) network 

c) both user and network 

d) neither user nor network 

Controlling the frequency is referred as 

a) frequency modulation 

b) hertz modulation 

c) amplitude modulation 

d) phase modulation 

Which of the following are transport layer protocols used in networking? 

a) TCP and FTP 

b) UDP and HTTP 

c) TCP and UDP 

d) HTTP and FTP 

What is the major factor that makes coaxial cable less susceptible to noise than twisted-pair 

cable? 

A) insulating material 

B) inner conductor 

C) diameter of cable 
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D) outer conductor 

Next-Hop Method is used to reduce contents of which table? 

a) Revolving table 

b) Rotating Table 

c) Routing Table 

d) Re-allocate table 

In _________ systems, resources are allocated on demand. 

a) packet switching 

b) circuit switching 

c) line switching 

d) frequency switching 

How many blocks are there in Class B of IPv4 addresses? 

a) 1 

b) 2,097,152 

c) 16,384 

d) 128 

_______ is the protocol suite for the current Internet. 

a) UNIX 

b) NCP 

c) TCP/IP 

d) ACM 

Data delivery from node-to-node is done by 

Data link layer 

Network layer 

transport layer 

physical layer 

Sending a small message by using which protocol takes much less interaction between the sender 

and receiver than using TCP or SCTP. * 

UDP 

PGP 

PPP 

FTP 

A device that provides a central connection point for cables is called? 

a) Switch 

b) Hub 

c) Gateway 

d) Proxy Server 

As the data packet moves from the upper to the lower layers, headers are _ 

a) Rearranged 

b) Removed 

c) Added 

d) Modified 
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In IPv4 protocol the total number of bits in the addresses are? 

a) 32 

b) 64 

c) 128 

d) 16 

The ______ layer is responsible for moving frames from one hop (node) to the next. 

a) transport 

b) data link 

c) physical 

d) none of the above 

What is the range of registered ports? * 

0 to 1023 

1024 to 49,151 

49,152 to 65,535 

49,152 to 65,533 

In the _________ method, after the station finds the line idle, it sends its frame immediately. If 

the line is not idle, it continuously senses the line until it finds it idle. 

a) p-persistent 

b) nonpersistent 

c) 1-persistent 

d) M persistent 

______ refers to the physical or logical arrangement of a network. 

a) Topology 

b) Mode of operation 

c) Data flow 

dD) None of the above 

Devices may be arranged in a ______ topology. 

a) mesh 

b) ring 

c) bus 

d) all of the above 

Which of the following is not a type of link in OSPF protocol? 

multipoint 

transient 

stub 

virtual 

Automatic repeat request error management mechanism is provided by 

a) logical link control sublayer 

b) media access control sublayer 

c) network interface control sublayer 

d) application access control sublayer 
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The seven-layer _______ model provides guidelines for the development of universally 

compatible networking protocols. 

a) ISO 

b) OSI 

c) IEEE 

d) none of the above 

Which of the following tasks is not done by data link layer? 

a) framing 

b) error control 

c) flow control 

d) channel coding 

What is a 32-bit number made of contiguous 1s followed by contiguous 0s in a classful address? 

mask 

class 

category 

block 

Data delivery from source to destination is done by 

Data link layer 

Network layer 

transport layer 

physical layer 

Which topology requires a multipoint connection? 

a) Bus 

b) Star 

c) Mesh 

d) Ring 

In the _______ method, each station has a predecessor and a successor. 

a) token passing 

b) polling 

c) reservation 

d) manual 

Which multiplexing technique transmits digital signals? 

a) WDM 

b) FDM 

c) TDM 

d) PDM 

________is the rate of change with respect to time. 

a) Time 

b) Frequency 

c) Amplitude 

d) Voltage 
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Which random access method requires that each station first listen to the medium (or check the 

state of the medium) before sending using the persistence methods? 

a) Carrier sense multiple access (CSMA) 

b)CSMA/ CD 

c) CSMA/ CA 

d) CSMA/ CT 

________ defines how a particular pattern to be interpreted, and what action is to be taken based 

on that interpretation. 

a) Syntax 

b) Semantics 

c) Timing 

d) None of the above 

In which method, the stations in a network are organized in a logical ring? 

a) token-passing method 

b) reservation 

c) polling 

d) manual 

What are 16-bit integers between 0 and 65,535? * 

The port numbers 

The logical Address 

The physical Address 

The MAC Addresss 

Ethernet uses a ________ physical address that is imprinted on the network interface card (NIC) 

a) 32-bit 

b) 6-byte 

c) 64-bit 

d) none of the above 

Which type of address are there in class A? 

a) Unicast 

b) Multicast 

c) Reserved 

d) Broadcast 

In the ________method, a station that has a frame to send senses the line. If the line is idle, it 

sends immediately. If the line is not idle, it waits a random amount of time and then senses the 

line again. 

a) 1-persistent 

b) nonpersistent 

c) p-persistent 

d) m-persistent 

When the angle of incidence is ____________ the critical angle, the light beam bends along the 

interface. 

A) less than 
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B) equal to 

C) more than 

D) none of the above 

Which of the following is not a type of path attribute in BGP? * 

optional transitive attribute 

nontransitive attribute 

well-known mandatory attribute 

well-known optional attribute 

In virtual circuit network each packet contains ? 

a) full source and destination address 

b) a short VC number 

c) only source address 

d) only destination address 

The physical layer is concerned with the movement of _______ over the physical medium. 

a) dialogs 

b) protocols 

c) bits 

d) programs 

Many time slots are wasted in __________ 

a) TDM 

b) Synchronous TDM 

c) Asynchronous TDM 

d) FDM 

What does NIC stand for? 

a) Network Internet Card 

b) Network Interface Card 

c) National Internet Code 

d) Network Internet Connection 

Baseband transmission of a digital signal is possible only if we have a ____ channel. 

a) bandpass 

b) low-pass 

c) high rate 

d) low rate 

A signal is measured at two different points. The power is P1 at the first point and P2 at the 

second point. The dB is 0. This means ________. 

a) P2 equals P1 

b) P2 is zero 

c) P2 is much larger than P1 

d) P2 is much smaller than P1 

_______ is a process-to-process protocol that adds only port addresses, checksum error control, 

and length information to the data from the upper layer. 

a) IP 



SYBSc Semester 4  

Compiled By: Asst. Prof. Priyanka Jadhav 
 

b) TCP 

c) UDP 

d) none of the above 

What is the class of this address. 14.23.120.8 

a) Class A 

b) Class B 

c) Class C 

d) Class D 

WDM stands for? 

a) Wave division multiplexing 

b) Wavelength division multiplexing 

c) Wavelength dependent multiplexing 

d) Wave dependent multiplexing 

An endpoint of an inter-process communication flow across a computer network is called? 

a) socket 

b) pipe 

c) port 

d) machine 

which protocol is an implementation of the link state protocol? 

RIP 

OSPF 

BGP 

PPP 

The Internet model consists of _______ layers. 

a) Eight 

b) Seven 

c) Five 

d) Three 

A technique that allocates time slots dynamically. 

a) TDM 

b) WDM 

c) Dynamic TDM 

d) Statistical TDM 

The two sub-layers of a Data Link layer are ___. 

a) LLC - Logical Link Control Layer 

b) MAC - Medium Access Control Layer 

c) Both A and B 

d) Data Layer 

How many blocks are there in Class E of IPv4 addresses? 

a) 1 

b) 2,097,152 

c) 16,384 
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d) 128 

In which class three byte defines the netid and one bytes define the hostid? 

Class A address 

Class B address 

Class C address 

Class D address 

A dynamic routing table is updated periodically by using which dynamic routing protocols? 

a) RIP, OSPF, or BGP. 

b) RIP 

c) OSPF 

d) BGP 

In _______, the stations share the bandwidth of the channel in time. 

a) FDMA 

b) CDMA 

c) TDMA 

d) PDMA 

A television broadcast is an example of _______ transmission. 

a) half-duplex 

b) simplex 

c) full-duplex 

d) automatic 

In a ________ network, two types of addressing are involved: global and local. 

a) virtual-circuit 

b) datagram 

c) circuit-switched 

d) none of the above 

What is the range of dynamic ports? * 

0 to 1023 

1024 to 49,151 

49,152 to 65,535 

49,152 to 65,533 

The total number of addresses available in a protocol is called? 

a) Address space 

b) Domain 

c) Address system 

d) protocol space 

Which of the following is a type of random access protocol? 

a) CSMA 

b) CSMA/CD 

c) CSMA/CA 

d) All 
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In ___________ methods, no station is superior to another station and none is assigned the 

control over another. 

a) controlled access 

b) random access 

c) channelization 

d) manual 

A technique that can be a solution to the problem of synchronizing data sources. 

a) framing 

b) data link control 

c) full link control 

d) pulse stuffing 

Transmission media lie below the __________ layer. 

A) application 

B) transport 

C) network 

D) physical 

_________ can impair a signal. 

a) Noise 

b) Attenuation 

c) Distortion 

d) All of the above 

To deliver a message to the correct application program running on a host, the _______ address 

must be consulted. 

a) physical 

b) port 

c) IP 

d) none of the above 

_______ consists of 2 conductors twisted round each other. 

(A) Twisted pair cable 

(B) Fiber optic cable 

(C) Coaxial cable 

(D) Microwave 

How many types of link are there in OSPF protocol? 

4 

3 

2 

1 

Communication between a computer and a keyboard involves ______________ transmission. 

a) simplex 

b) half-duplex 

c) full-duplex 

d) automatic 
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________ is a collection of many separate networks. 

a) A WAN 

b) An internet 

c) A LAN 

d) None of the above 

As the resources are reserved between two communicating end systems in circuit switching, 

___________ is achieved. 

a) authentication 

b) guaranteed constant rate 

c) reliability 

d) store and forward 

________ is a communication channel that carries the information from the sender to the 

receiver. 

(A) Topology 

(B) Server 

(C) Transmission Mode 

(D) Transmission Media 

 

1. The _______ is the physical path over which a message travels. 

A. Protocol 

B. Medium 

C. Signal 

D. All the above 

  

  

2. The information to be communicated in a data communications 

system is the _______. 

A. Medium 

B. Protocol 

C. Message 

D. Transmission 

3. Frequency of failure and network recovery time after a failure 

are measures of the _______ of a network. 

A. Performance 

B. Reliability 

C. Security 

D. Feasibility 

4. An unauthorized user is a network _______ issue. 

A. Performance 

B. Reliability 

C. Security 

D. All the above 
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5. Which topology requires a central controller or hub? 

A. Mesh 

B. Star 

C. Bus 

D. Ring 

6. Which topology requires a multipoint connection? 

A. Mesh 

B. Bus 

C. Ring 

D. Star 

7. Communication between a computer and a keyboard involves 

_____________ transmission. 

A. simplex 

B. half-duplex 

C. full-duplex 

D. automatic 

8. A television broadcast is an example of _______ transmission. 

A. simplex 

B. half-duplex 

C. full-duplex 

D. automatic 

  

9. _______ connection provides a dedicated link between two 

devices. 

A. point-to-point 

B. multipoint 

C. primary 

D. secondary 

10. In a _______ connection, more than two devices can share a 

single link. 

A. point-to-point 

B. multipoint 

C. primary 

D. secondary 

 

1. In _______ transmission, the channel capacity is shared by both 

communicating devices at all times. 

A. simplex 

B. half-duplex 

C. full-duplex 
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D. half-simplex 

2. In the original ARPANET, _______ were directly connected 

together. 

A. IMPs 

B. host computers 

C. networks 

D. routers 

3. This was the first network. 

A. CSNET 

B. NSFNET 

C. ANSNET 

D. ARPANET 

  

4. Which organization has authority over interstate and 

international commerce in the communications field? 

A. ITU-T 

B. IEEE 

C. FCC 

D. ISOC 

5. _______ are special-interest groups that quickly test, evaluate, 

and standardize new technologies. 

A. Forums 

B. Regulatory agencies 

C. Standards organizations 

D. All of the above 

6. Which agency developed standards for physical connection 

interfaces and electronic signaling specifications? 

A. EIA 

B. ITU-T 

C. ANSI 

D. ISO 

  

7. ______ is the protocol suite for the current Internet. 

A. TCP/IP 

B. NCP 

C. UNIX 

D. ACM 

8. ______ refers to the structure or format of the data, meaning the 

order in which they are presented. 

A. Semantics 

B. Syntax 

C. Timing 
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D. All of the above 

9. ________ defines how a particular pattern to be interpreted, and 

what action is to be taken based on that interpretation. 

A. Semantics 

B. Syntax 

C. Timing 

D. None of the above 

  

  

10 . _______ refers to two characteristics: when data should be sent 

and how fast it can be sent. 

A. Semantics 

B. Syntax 

C. Timing 

D. none of the above 

1. Data flow between two devices can occur in a _______ way. 

A. simplex 

B. half-duplex 

C. full-duplex 

D. all of the above 

2. In a ______ connection, two and only two devices are connected 

by a dedicated link. 

A. multipoint 

B. point-to-point 

C. (a) and (b) 

D. none of the above 

3. In a ________ connection, three or more devices share a link. 

A. multipoint 

B. point-to-point 

C. (a) and (b) 

D. none of the above 

  

  

4. ______ refers to the physical or logical arrangement of a 

network. 

A. Data flow 

B. Mode of operation 

C. Topology 

D. None of the above 

5. Devices may be arranged in a _____ topology 

A. mesh 

B. ring 
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C. bus 

D. all of the above 

6. A _______ is a data communication system within a building, 

plant, or campus, or between nearby buildings. 

A. MAN 

B. LAN 

C. WAN 

D. none of the above 

  

7. A ______ is a data communication system spanning states, 

countries, or the whole world. 

A. MAN 

B. LAN 

C. WAN 

D. none of the above 

8. ________ is a collection of many separate networks 

A. A WAN 

B. An internet 

C. a LAN 

D. None of the above 

9. There are ______________ Internet service providers. 

A. local 

B. regional 

C. national and international 

D. all of the above 

  

  

10. A ________ is a set of rules that governs data communication. 

A. forum 

B. protocol 

C. standard 

D. none of the above 


